
Preparation Hanging and Caring For 
Tools Needed: 

- Primer-Sealer Combination       -   Razor knife 
- Drop Cloth                              -   Seam Roller 
- Sandpaper                              -   Plumb Line 
- Screwdriver                            -   Plastic blade squeegee  
- Work Table                             -   Buckets 
- Stepladder                              -   Sponges 
- Tape measure                         -   Paste Brush 
- Scissors                                  -   Paste (not included) 

Use any of the following pastes for easy removal: 

Roman Adhesives TEKNAbond®, Roman Adhesives GH34, 
GH65, GH95 or GH79.  

Preparing Your Walls 

Unpainted/New Walls: 

1. Remove any switch and outlet plates. 
2. Make sure drywall (plasterboard) is thoroughly dry. 
3. Fill in any nail holes or cracks with spackling 

compound. 
4. Lightly sand walls to eliminate any imperfections. 
5. Remove dust by wiping walls with a clean, damp 

sponge. 
6. Prime walls with a primer-sealer combination to help 

the wallcovering adhere and prevent show-through. 

Painted Walls: 

1. Remove any switch and outlet plates. 
2. Wash walls with a mild detergent. 
3. Fill in any nail holes or cracks with spackling 

compound lightly sand walls to eliminate any 
imperfections. 

4. Remove dust by wiping walls with a clean, damp 
sponge. 

5. Prime walls with a primer-sealer combination to help 
the wallcovering adhere and prevent show-through.  
Note: Glossy or semi-glossy surfaces are too 
slick for wallcovering to properly adhere.  

Previously Papered Walls: 

1. Remove any switch and outlet plates. 
2. Remove existing wallpaper. 
3. Wash walls with mild detergent to eliminate residual. 
4. If walls were not previously primed-sealed, we suggest 

that you prime & seal the walls to help the 
wallcovering adhere and prevent show-through. 

* Extreme caution should be used when trimming and/or 
hanging wallcovering around electrical outlets.  We 
recommend turning off all electrical current to the room at 
the circuit/fuse box. 

* We highly recommend the use of two people when 
installing our larger murals.   

***Caution*** Plastic bag may be a choking hazard, keep 
away from small children. 

Before Hanging Mural: Carefully inspect mural to be sure it meets 
the requirements for your project and that there are no defects. 

Hanging your Mural: 

1.) To ensure mural is centered, use a level to mark your 
starting point.  When hanging our 3 panel murals we 
recommend centering the middle panel (panel 2) first, 
and then move left to right with the other two panels.  
When hanging our single panel murals we recommend 
positioning the mural accordingly to the designated wall 
space. 

2.) Roll panel out on work table backside up. 
3.) Apply paste evenly to back of mural panel with a pasting 

brush or roller. Avoid getting any paste on the face of the 
mural.  If you do get paste on the face of the mural, wipe 
gently with a wet sponge before the paste dries. 

4.) Fold paste sides in toward the center of the panel, 
making sure picture side is out.   

5.) Handle each panel carefully in order not to damage the 
mural. Do not crease the folds. 

6.) Mount the panel carefully by sliding it into position, 
making sure it lines up to the marked level line. 

7.) Using a plastic blade squeegee or clean, damp sponge, 
gently smooth the panel against the wall, starting from 
the top.  Smooth out all wrinkles and bubbles outward.  
Work down the panel until it is applied securely.  Small 
air bubbles should disappear once the mural completely 
dries. 

8.) Wipe the mural with a clean wet sponge to remove any 
excessive paste. 

9.) Apply paste to the second panel and repeat steps 4 & 5. 
10.) Align panel 2 to the left of panel 1 overlapping the 

murals slightly.  Smooth down the remaining butted 
seam.  Repeat this procedure with panel 3. 

11.) When all panels have been hung, trim ceiling and 
baseboard using a straight edge.  Take your time 
trimming and change blades frequently to ensure an 
accurate cut. 

12.) Make sure all seams are brushed or rolled completely. 
13.) Using a clean, damp sponge wipe down the entire mural 

to eliminate any paste residue. 

* Panel sections may expand horizontally to a greater or lesser extent 
once it’s applied to the wall.   

Care of your mural: In most cases stains can be removed without a 
trace.  For general cleaning, a sudsy solution of mild soap and 
lukewarm water should be applied generously using a soft cloth with 
very light pressure. Excessive scrubbing with harsh cleaning materials 
may damage the mural.  
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